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【Abstract】A design of road tester in the GSM (Global System for Mobile Communications) 900MHz band and by 
using the USRP (Universal Software Radio Peripheral) and GNU Radio is proposed. Cooperated with GPS (Global 
Positioning System), functions such as getting the signal intensity and capturing signaling data could be 
achieved. With this solution, a low-cost and reliable tester could be made, which is of great flexibility owing 
to the functions in processing signals. By using high-level language for development, the system is of high 
scalability, good portability and short development cycle, thus could reduce the system maintenance as well as 
upgrade costs. Finally, the test in actual environment proves the feasibility and effectiveness of the system. 































一种 GSM900M 路测仪设计方案，通过在 GNU Radio 软件平台















接了两块 900 MHz的子板，实现了 GSM无线接口。 
 





















通过开发 Airprobe，可以实现在某一固定 GSM 频点上









954~960M 共 6M 带宽，因此设定软件频谱仪的中心频率




到非常明显的 200 kHz宽度的 GSM信号，从而得到信号
最强的频点为当前位置主小区所使用的频点。所观察到的
GSM频谱如图 2所示。 
   
f/MHz 
图 2 使用 usrp_fft.py观察 GSM频谱 
得到当前位置主小区的频点后，固定在该频点上进行信
号采集、解调和分析，先调用脚本 capture.sh，通过 GNU Radio




































































抽取率为 112，这样降采样率到约 460 kHz，使得我们使用
Matlab分析时画出的功率谱密度图的带宽也只有 460 kHz(见
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图 3 957 MHz附近功率谱密度估计（室内） 
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图 4  958 MHz附近功率谱密度估计（靠窗） 
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图 5  958.6 MHz附近功率谱密度估计（窗外） 
 
4 结语 
文中提出了一种基于 GNU Radio的 GSM900M软件无
线电路测仪的系统结构。在文章的前半部分，笔者从理论
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